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CONSTRUCTION DETAILS

A. REMOVE EXISTING VEHICLE SIGNAL HEAD.
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GENERAL NOTES

. ALL UNDERGROUH_DH:I;]L]TIEE SHOWN ON THESE PLANS ARE SCHEMATIC AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
NOTIFYING *MISS UTILITY*PRIDR TO CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT

R. INSTALL 4" HEAT-APPLIED YELLOW PERMANENT PREFORMED THERMOPLASTIC

= =1

: B. INSTALL NEW 12° LED VEHICLE SIGNAL HEAD ON EXISTING MAST ARM.. PAVEMENT MARKING LINE.
BETWEEN THE UTILIIES AND THE TRAFFIC SIGNAL WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE ENGINEER IN THE FIELD IMMEDIATELY SO THAT THE '
CONFLICT MAY BE RESGLVED. \“ C. INSTALL CONCRETE FOUNDATION WITH 10’ STEEL PEDESTAL POLE WITH S. INSTALL 4" HEAT-APPLIED DOUBLE YELLOW PERMANENT PREFORMED
o : - BREAKAWAY BASE, COUNTDOWN PEDESTRIAN SIGNAL HEAD, APS PUSHBUTTON THERMOPLASTIC PAVEMENT MARKING LINE.
2. THE CONTRACTORSHALL BE:RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE SO - \\\

AND SIGN. (INSTALL 1 - 3" PVC SCHEDULE 80 CONDUIT BEND)
THAT SHA FORCES CAN MAKE THE FINAL CONNECTIONS. ALL UNUSED SIGNAL CABLES SHALL BE REMOVED AND DISPOSED. CONTACT THE TRAFFIC SIGNAL

) \\\ T. INSTALL 12" HEAT-APPLIED WHITE PERMANENT PREFORMED THERMOPLASTIC

OPERATIONS SUPERVIBOR AT LEAST 72 HOURS PRIOR TO INSTALLATION. = -1 D. INSTALL GROUND MOUNTED SIGN ON 4° x 4" WOODEN POST. PAVEMENT MARKING LINE FOR CROSSWALK.
3. ALL TRAFFIC SIGNAI;\F@.‘HMNS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS, HIGHEST ROADWAY PROFILE FOR E. INSTALL PROPOSED SIGN AS SHOWIN. U. INSTALL 8" HEAT-APFLIED YELLOW PERMANENT PREFORMED THERMOPLASTIC

QPEN SECTIONS, TO E{E.B\MCES AS SPECIFIED IN MD STD. 818.01, 818.02, AND 818.03. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO PAVEMENT MARKING LINE AT 45 DEGREES & 50' SPACING.

INSTALLATION OF SIGMAL EQUIPMIENT. F. INSTALL HANDHOLE.

) . V. INSTALL 24" HEAT-APPLIED WHITE PERMANENT PREFORMED THERMOPLASTIC

4. THE CONTRACTORML VERIFY ALL PROPOSED POLE LOCATIONS PRIOR TO INSTALLATION. G. INSTALL 4° PVC SCHEDULE 80 ELECTRICAL CONDUIT - BORED. PAVEMENT MARKING LINE FOR STOPLINE.
5. ALL PAVEMENT MARKINGS DETAILED ARE EXISTING UNLESS OTHERWISE NOTED. EXISTING CONFLICTING PAVEMENT MARKINGS ARE TO BE ERADICATED. H. INSTALL 3" PVC SCHEDULE 80 ELECTRIGAL CONDUIT - TRENGHED. W. INSTALL HEAT-APPLIED WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT

PROPOSED PAVEMENT-MARKINGS SHALL BETNSTALLED IN ACCORDANCE WITH SHA STANDARDS. ALl CROSSWALKS SHALL BE CENTERED ON HANDICAP MARKING LINE ARROW.

RAMPS OR MEDIAN CUT—;WOUGHS. J. USE EXISTING SIGNAL POLE.

N o X. ADJUST EXISTING SIGN POSITION AS SHOWN.
6. VIDEQ CAMERA LOCATION JALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER. K. USE EXISTING HANDHOLE
L . Y. INSTALL DETECTABLE WARNING SURFACE IN ACCORDANCE WITH MD STD. #655.40.

7. PUSHBUTTONS ARE TO 8E LDCATED SO THAT THEY CAN BE ACTIVATED BY A PERSON IN WHEELCHAIR REACHING LESS THAN 18" FROM A 60" X 60" LEVEL L. USE EXISTING CONDUIT.

LANDING AREA WIMTH A CF}O% HLOPE LESS THAN OR EQUAL TO 2%.

: M. USE EXISTING CABINET AND CONTROLLER.
8. PUSHBUTTON ARROWS ARETD BE PARALLEL TO THE CROSSING FOR WHICH THEY ARE INTENDED.
, N. ERADICATE EXISTING PAVEMENT MARKINGS.

9. LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTON MUST MEET LOCATION REQUIREMENTS OF MUTCD SECTION 4E.09 AND FIGURE 4E-2, AND THE

NCHRP PUBLICATION “ACCESSIELE PEDESTRIAN SIGNALS; GUIDE TO BEST PRACTICE®. IF REQUIREMENTS ARE NOT MET, THE CONTRACTOR SHALL STOP WORK 0. INSTALL 4* HEAT-APPLIED WHITE PERMANENT PREFORMED THERMOPLASTIC

ON PUSH BUTTON LOCATIONS UNTIL A DESIGN WAIVER IS OBTAINED AND APPROVED BY THE DIRECTOR OF OFFICE TRAFFIC AND SAFETY.

PAVEMENT MARKING LINE. STATE OF MARYLAND

DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

- OFFICE OF TRAFFIC & SAFETY
11. THESE PLANS ARE ARPROVED £0R CONSTRUCTION FOR A PERICD OF ONE (1) YEAR FROM DATE OF APPROVAL. SHOULD CONSTRUCTION NOT BEGIN WITHIN ‘ TRAFFIC ENGINEERING DESIGN DIVISION
THIS TIME FRAME THESE PLANS SHALL BE NULL AND VOID WITHOUT A RE-REVIEW FROM THE TRAFFIC ENGINEERING DESIGN DIVISION.

JENNIFER ROAD AT

10, THE 10" SEPARATION BETWEEN PUSHBUTTONS IS TO BE MEASURED FROM FACE OF PUSHBUTTON TO FACE OF PUSHBUTTON, NOT CENTER TO CENTER OF P. INSTALL 4" HEAT-APPLIED WHITE PERMANENT PREFORMED THERMOPLASTIC
FOLE. :

PAVEMENT MARKING LINE. (3' SEGMENTS, 9° GAP)
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